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Nullifire FF170 / FF177 / FF197 Fire Rated PU Foam 
Linear Joints
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 Linear joint or gap seal, horizontally orientated in a rigid floor construction (FF-SAL1)

 Linear joint or gap seal, vertically orientated in a rigid wall construction (FF-SAS1)

 Linear joint or gap seal, vertically orientated in a minimum 100 mm rigid wall construction (FF-SAS2)

 Linear joint or gap seal, vertically orientated in a minimum 100 mm rigid wall construction (FF-SAS3)
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Technical installation
instructions need to be followed
installing the products.

FF-SAL1

Not scaled

APPROVAL:

ETA 15/0172
Nullifire FF170 foam
Nullifire FF177 foam
Nullifire FF197 foam

ETA 14/0113
Nullifire FS711
acrylic sealant

FF-SAL1
Fire class; Look at the table
in this detail

Nullifire
FF-SAL1

Linear joint or gap seal, horizontally orientated
in a rigid floor construction
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Nullifire FS711 DFT
Acrylic Sealant

Fire Rated Foam
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Look at the table in this detail
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Subrates Foam depth x gap width Coating Fire class

Concrete-Concrete 150 mm x max. 30 mm - EI90

Concrete-Concrete 150 mm x max. 5 mm - EI240

Concrete-Concrete 150 mm x max. 5 mm Nullifire FS711
1mm acrylic sealant

EI240

Concrete-Concrete 150 mm x max. 40 mm Nullifire FS711
1mm acrylic sealant

EI60

Linear joint or gap seal, horizontally orientated

Concrete, aerated concrete or masonry
min. 600 kg/m³



Technical installation
instructions need to be followed
installing the products.

FF-SAS1

Not scaled

APPROVAL:

ETA 15/0172
Nullifire FF170 foam
Nullifire FF177 foam
Nullifire FF197 foam

ETA 14/0113
Nullifire FS711
acrylic sealant

FF-SAS1
Fire class; Look at the table
in this detail

Linear joint or gap seal, vertically orientated in
a rigid wall construction

13.11.2018

Subrates Foam depth x gap width Coating Fire class

Concrete-Concrete 150 mm x max. 5 mm - EI240

Concrete-Concrete 150 mm x max. 30 mm - EI90

Concrete-Concrete 150 mm x max. 40 mm - EI60

Concrete-Concrete 150 mm x max. 20 mm Nullifire FS711
1mm acrylic sealant

EI240

Linear joint or gap seal, vertically orientated

Look at the table in this detail

Nullifire FS711 DFT
Acrylic Sealant

Fire Rated Foam

Concrete, aerated
concrete or masonry
min. 600 kg/m³

Nullifire
FF-SAS1

Wall thickness min. 150 mm
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Technical installation
instructions need to be followed
installing the products.

FF-SAS2

Not scaled

APPROVAL:

ETA 15/0172
Nullifire FF170 foam
Nullifire FF177 foam
Nullifire FF197 foam

ETA 14/0113
Nullifire FS711
acrylic sealant

FF-SAS2
Fire class; Look at the table
in this detail

Linear joint or gap seal, vertically orientated in
a minimum 100 mm rigid wall construction

13.11.2018

Subrates Foam depth x gap width Coating Fire class

Concrete-Concrete 100 mm x max. 5 mm - EI180

Concrete-Concrete 100 mm x max. 30 mm - EI45

Concrete-Concrete 100 mm x max. 5 mm 1 mm Nullifire
FS711 to both faces

EI180

Linear joint or gap seal, vertically orientated

Look at the table in this detail

Nullifire FS711 DFT
Acrylic Sealant

Fire Rated Foam

Concrete, aerated
concrete or masonry
min. 600 kg/m³

Nullifire
FF-SAS2

Wall thickness min. 100 mm
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Technical installation
instructions need to be followed
installing the products.

FF-SAS3

Not scaled

APPROVAL:

ETA 15/0172
Nullifire FF170 foam
Nullifire FF177 foam
Nullifire FF197 foam

FF-SAS3
Fire class; Look at the table
in this detail

Nullifire
FF-SAS3

Linear joint or gap seal, vertically orientated in
a minimum 100 mm rigid wall construction

13.11.2018

Subrates Foam depth x gap width Coating Fire class

Concrete-Softwood 150 mm x max. 10 mm - EI180

Concrete-Softwood 150 mm x max. 30 mm

- / Softwood
Architrave both

faces 50 mm wide
x 15 mm thick

EI180

Linear joint or gap seal, vertically orientated

Fire Rated Foam

Softwood
Min. 510 kg/m³ Softwood architrave

Concrete, aerated
concrete or masonry
min. 600 kg/m³

Look at the table in this detail
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